










































































M FORM #120 09/11/2019. SUBIECT.TO CHANGE PLANNING DIVISION
CITY OF

SAN JOSE Stormwater Evaluation Form

CAPITAL OF SILICON VALLEY

Planning, Building and

Code Enforcement FILE #

INSTRUCTIONS: At minimum, complete Sections 1.a and 2.d of this form and submit it with all Planning Permit applications.

If you answer “yes” to one or both questions below, your project must comply with Provision C.3 of the Municipal Regional
Stormwater Permit (MRP) and you must complete the entire form:

= Does your project create or replace 10,000 sq. ft. or more of impervious surface on the project site?

= Does your project involve a restaurant, auto service facility, retail gasoline outlet, uncovered parking lot, or top
uncovered portion of a parking structure that creates or replaces 5,000 sq. ft. or more of impervious surface on a
project site?

What is an impervious surface? An impervious surface is pavement or other surface covering that prevents land from
absorbing and infiltrating rainfall and stormwater. Impervious surfaces include driveways, walkways, parking lots, rooftops
and any other continuous watertight covering. Pervious pavement underlain with pervious soil or material, e.g., drain
rock, that infiltrates rainfall at a rate equal to or greater than surrounding unpaved areas OR that stores and infiltrates the
water quality design volume specified in Provision C.3.d of the MRP, is not considered an impervious surface.

For more information and definitions, see the Stormwater Management web page at www.sanjoseca.gov/planning.

1. USES AND LOCATION

1.a. Are any of these uses included in your project?
Check all that apply.

K1 Restaurant
[ Retail Fuel Outlet
K1 Uncovered Parking

[ Auto Service, as categorized by the Standard Industrial Classification (SIC) Codes 5013-5014, 5541, 7532-7534, 7536-7539.
Determine your SIC Codes at www.osha.gov. List the applicable SIC Code/s:

1.b. Check the watershed in which your project is located.
See the Watershed Maps web page at www.sanjoseca.gov/index.aspx?nid=1868

[ Baylands

O Calabazas

[ Coyote (including Lower Penitencia)
K1 Guadalupe

[ San Tomas

1.c. Special Project Status
Use the online Special Project Worksheet at www.sanjoseca.gov/index.aspx?NID=1761 to determine if your project qualifies
as a Special Project. Does your project qualify?

[ Yes Attach the Special Project Worksheet and Narrative to this application.
¥ No

Note: See the Special Projects Worksheet for requirements.

continued>

San José Permit Center 408-535-3555 San José City Hall, 200 E. Santa Clara St., San José, CA 95113 www.sanjoseca.gov/planning

\pbce-communications\COLLATERAL PLANNING\APPLICATIONS



FORM #120 - Stormwater Evaluation Form page 2 of 4

2. AREA DATA

2.a. Enter the Project Phase Number (1, 2, 3, etc. or N/A if Not Applicable): N/A
2.b. Total area of site: 79.26 acres
2.c Total area of site that will be disturbed: 79.26 acres

COMPARISON OF IMPERVIOUS AND PERVIOUS AREAS AT PROJECT SITE:

Pre-Project Existing IA Existing IA New IA Total Post
2.d. IMPERVIOUS AREAS - IA Existing IA  Retained As-Is! ReplacedwithIA2  Created? Project IA
(sq. ft.) (sq. ft.) (sq. ft.) (sq. ft.) (sq. ft.)
Site Totals
d.1. d.2. d.3. d.4. d.5. (d.2+d.3+d.4)
Total IA 2,539,289 0 2,398,730 0 2,398,730
d.6 (d.3+d.4)
Total New and Replaced IA 2,398,730
Public Street Totals
d.s d.9 d.10 d.11 d.12 (d.9+d.10+d.11)
Total Public Streets IA3 806,788 0 698,049 0 698,049
d.13 (d.10+d.11)
Total New and Replaced Public Streets 1A 698,049
) ) d.14 (d.1.+d.8) d.15 (d.5+d.12)
Total Site and Public Streets IA 3,346,077 3,096,779
d.16
Percent Replacement of IA in Redevelopment Projects (d.3+d.1) x 100: 94.5 %
Pre-Project Total Post
2.e. PERVIOUS AREAS - PA Existing PA Project PA
(sq. ft.) (sq. ft.)
e.l. e.2
Total PA* 106,441 355,739
1, (d14 + e.1) f.2.(d.15+¢e.2)
2.f. Total Area (IA + PA) 5akh3 3483518

FOOTNOTES

1. “Retained” in box 2.d.2 means to leave existing IA in place. An IA that goes through maintenance (e.g., pavement resurfacing/slurry
seal/grind), but no change in grade is considered “retained.”

2. The “replaced” and “new” IA in boxes 2.d.3. and 2.d. 4 are based on the total area of the site and not specific locations on site. For
example, impervious parking created over a pervious area is not “new” IA if an equal amount of pervious area replaces IA somewhere
else on the site. Constructed IA on a site that does not exceed the Total Pre-Project IA in box 2.d.1. will be considered “replaced” IA.
A site will have “new” IA only if the Total Post-Project IA in box 2.d.5. exceeds the Total Pre-Project IA (2.d.5 - 2.d.1 = 2.d.4).

3. These areas are locations of the public street that are being dedicated (sidewalk or street easement) to the City of San José.

Include bioretention areas, infiltration areas, green roofs, and pervious pavement in PA calculations.

3. APPLICABILITY OF PROVISION C.3

3.a. Is 2.c. equal to 1 acre or more?
M Yes. Applicant must obtain coverage under the State Construction General Permit.
0 No. Applicant does not need coverage under the State Construction General Permit.

3.b. Is box 2.d.6 equal to 10,000 sq. ft. or more for any type of project, or 5,000 sq. ft. or more for restaurants, auto
service facilities, retail gas outlets, and uncovered parking?

M Yes. Site Design, Source Control, and Treatment System requirements will all apply to the project area.
[ No. Site Design and Source Control requirements may apply; check with local agency.

3.c. Is box 2.d.16 equal to or greater than 50%?

M Yes. Site Design, Source Control, and Treatment System requirements all apply to the entire site.
[ No. Site Design, Source Control, and Treatment System requirements only apply to the area of site that is disturbed.

continued>
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3.d. Indicate the Provision C.3 measures to be applied to your project. Check all that apply:

SITE DESIGN MEASURES
PROTECTION MEASURES

A Protect existing trees, vegetation,
and soil.

W Protect riparian and wetland areas/
buffers (Riparian setback. ft.)l

U Preserve open space and natural
drainage patterns:
sqg. ft.

1 Rainwater harvesting and use (e.g.,
rain barrel, cistern connected to roof
drains) 2

LANDSCAPE DESIGN MEASURES

4 Direct runoff from roofs, sidewalks,
patios to landscaped areas.

W Plant trees adjacent to and in
parking areas and adjacent to other
impervious areas.

DESIGN MEASURES TO MINIMIZE
IMPERVIOUS SURFACE AREA
W Reduce existing impervious surfaces.
W Cluster structures/pavement.
U Create new pervious areas:

@ Landscaping

Q Parking stalls

@ Walkways and patios

QO Emergency vehicle access

Q Private streets and sidewalks

4 Install a Green Roof on all or a
portion of the roof.

W Parking:
@ On top of or under buildings
@ Not provided in excess of Code

A Other:

FOOTNOTES

SOURCE CONTROL MEASURES
(4 Beneficial landscaping 4
A Use water efficient irrigation systems.

4 Good housekeeping, e.g., sweep
pavement and clean catch basin.

A Label storm drains.
W Connect to the sanitary sewer: 3

@ Covered trash/recycling enclosures
@ Interior parking structures

QO Wash area/racks

Q Pools, spas, fountains

@ Covered loading docks and
maintenance bays

@ Pumped groundwater
O Fueling areas must (all required):

- Be graded to prevent ponding.
- Use a concrete surface.

- Be separated from the site by a
grade break to prevent run-on.
- Have a canopy cover extending at
least 10 feet from each pump.
O Industrial, outdoor material storage,
and recycling facilities must (all
required):

TREATMENT SYSTEMS
NONE

(4 Impervious surfaces drain to one or
more self-retaining areas that are
sized per the design criteria listed in
the C.3 Stormwater Handbook.

LID TREATMENT

O Rainwater harvest and use (e.g.,
cistern or rain barrel sized for C.3.d
treatment)

Q Infiltration well/dry well
Q Infiltration trench

O Subsurface Infiltration System (e.g.
vault or large diameter pipe over drain
rock)

BIOTREATMENT
4 Bioretention area

4 Flow-through planter

Q Tree well filter or trench with
bioretention soils 3

4 Other:

OTHER TREATMENT METHODS

- Stockpile material on an impervious spgcIAL PROJECTS ONLY 6

surface or under a permanent roof
or covering.

- Direct ponded water to the sanitary

sewer,2 an on-site treatment
system, or off-site disposal.

- Install berms or curbs to prevent
runoff from the storage/processing
areas.

— Segregate pollutant-generating
activities into a distinct drainage
management area and provide
treatment.

O Other:

U Proprietary tree box filter

O Media filter (sand, compost, or
proprietary media)

MULTI-STEP PROCESS ONLY 7
U Vegetated filter strip

U Extended Detention Basin
U Vegetated Swale

1. Per Council Policy 6-34, setback is measured from the outside dripline of the Riparian Corridor vegetation or top-of-bank, whichever is greater.
2 As asite design measure, it does not have to be sized to comply with Provision C.3.d treatment requirements.

3 Subject to the requirements of the sanitary sewer authority.
4 Landscaping that minimizes irrigation and runoff, promotes surface infiltration where possible, and minimizes the use of pesticides and fertilizers.
5 Bioretention soils shall infiltrate runoff at a minimum of 5 inches per hour during the life of the facility and sustain healthy, vigorous plant growth.
6 These treatment measures are only allowed if the project qualifies as a Special Project.
7 These treatment measures are only allowed as part of a multi-step treatment process (i.e. pretreatment).

San José Permit Center 408-535-3555

San José City Hall, 200 E. Santa Clara St., San José, CA 95113
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4. TREATMENT SYSTEM SIZING FOR PROJECTS WITH TREATMENT REQUIREMENTS

For each treatment system component, indicate the hydraulic sizing criteria used and provide the calculated design flow or
volume to be treated:

Hydraulic Sizing Criteria Design Flow or Volume
Treatment System Component Enter numbers from Table below cfs or cu.ft.
Bioretentiion 2¢ - Simplified Method

CODING TABLE FOR HYDRAULIC SIZING CRITERIA
Enter the appropriate number in the above column

1a: Volume — WEF Method 2a: Flow — Factored Flood Flow Method 3: Combination Flow and Volume Design Basis
1b: Volume — CASQA BMP Handbook Method  2b: Flow — CASQA BMP Handbook Method
2c: Flow — Uniform Intensity Method

5. HYDROMODIFICATION MANAGEMENT (HM) APPLICABILITY
5.a. Does the project create and/or replace one acre or more of impervious surface AND create an increase in total
impervious surface from the pre-project condition (from page 2, is 2d.5 > 2d.1 AND 2d.6 is > one acre)?

[ Yes. Continue to Question 5.b.

M No. Project is exempt from Hydromodification Management.

5.b. Is the project located in the green “Subwatersheds less than 65% Impervious” area on the HM Applicability Map?
[ Yes. Project must implement HM requirements. Continue to Question 5.c.
4 No. Project is exempt from Hydromodification Management.

5.c. If Yes to 5.b, select the specific flow duration controls for Hydromodification Management.
Check all that apply:

[ Extended Detention Basin

[ Underground tank or vault

[ Bioretention with outlet control

[ Other:

6. OPERATION & MAINTENANCE (O&M) CONTACT INFORMATION

Please enter the contact information of the Responsible Party for Stormwater Treatment/Hydromodification Control O&M:

NAME MAILING ADDRESS EMAIL/PHONE
RESPONSIBLE PARTY IN CHARGE OF O&M STREET: EMAIL:
NAME: CITY: Z1p: PHONE:
FIRM NAME IF ANY:
7. FORM COMPLETED BY
Alyson Goulden 9/15/2020
PRINT NAME DATE

San José Permit Center 408-535-3555 San José City Hall, 200 E. Santa Clara St., San José, CA 95113 www.sanjoseca.gov/planning
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DRAWING NAME:
PLOT DATE:

PLOTTED BY:

Wednesday, September 2, 2020 2:56:34 PM

HENRY

‘ 18" L GENERAL NOTES: CONSTRUCTION NOTES: i
~— MINIMUM ——= 21 ANY ABOVE GROUND STRUCTURE—=) - <
U.N.0O. = 1. JOINT TRENCH MUST BE INSTALLED ENTIRELY WITHIN AN EASEMENT. EASEMENTS FOR JOINT TRENCH SERVICE LATERALS 1. ALL TRENCHING, BACKFILLING AND INSTALLATION BY CONTRACTOR MUST COMPLY WITH PG&E UO STANDARD S$5453 &
2 6" MIN.\12" ng‘j 7! WITHIN PROJECT ON PRIVATE PROPERTY ARE AT THE DISCRETION OF THE UTILITY COMPANIES. (EFFECTIVE DATE 7-5-2006).
o 0 ) : NN L ... 2. ALL DEPTHS AND RESULTING COVER REQUIREMENTS ARE MEASURED FROM FINAL GRADE. 2. ALL WORK MUST COMPLY WITH P.G. & E., TELEPHONE, CATV., STANDARDS AND PRACTICES. ALL WORK MUST BE
S|E 12"MIN - 2 B S B ACEIERERE. Kb ST BT R T AR A, SRR TG T SRS, W [ INSPECTED AND APPROVED BY RESPECTIVE INSPECTORS. RANDOM SOIL SAMPLES SHALL BE TAKEN FROM A MINIMUM OF
X5 = : ; ; : THREE LOCATIONS PER 1,000 OF TRENCH. 100% OF THE SAMPLE MUST PASS THROUGH A %" SIEVE AND 75% MUST
Zl= o ol E NO CIRCUMSTANCES SHALL BE LESS THAN THE MINIMUM COVER, CLEARANCE, AND SEPARATION REQUIREMENTS SET FORTH PASS THROUGH A #4 SCREEN. ADDITIONAL SAMPLES MUST BE TAKEN IF EXISTING SOIL COND/?TIONS CHANGE AND IS TO
wls ’ . 5 IN GENERAL ORDER 128 AND 49CFR 192.321 , 49CFR 192.325, AND 49CFR 192.327. ALL FACILITIES SHALL BE :
Fls 1" MINIMUM EXCAVATION —=i 2l BE AT THE DISCRETION OF THE PG&E REPRESENTATIVE ON SITE. THE SOILS MUST NOT CONTAIN ANY ROCKS THAT HAVE
) (ALL AROUND VAULT) T S ANCHORED IN PLACE PRIOR TO COMPACTION, OR OTHER MEANS SHALL BE TAKEN TO ENSURE NO MOTION OF THE SHARP EDGES OR THAT MAY OTHERWISE BE ABRASIVE. THE SOILS MUST NOT CONTAIN CLODS LARGER THAN %" IF TO
3"MIN ™~ l‘,r;' 00 o0 ’ﬁ‘ FACILITIES. DIMENSIONAL REQUIREMENTS FOR SHADING, LEVELING, AND BACKFILLING SHALL BE DETERMINED SUBSEQUENT BE USED AS SHADING. BEDDING OR LEVELING MATERIALS. COMPACTION REQUIREMENTS MUST MEET ANY APPLICABLE
67 MINIMUM COMPACTED— i 08 OO I 18 "SEMRAETIN, P.G& E. FEDERAL, STATE, COUNTY OR LOCAL REQUIREMENTS. ANY NATVE SOILS OR IMPORT MATERIALS USED MUST NOT
’ DRAIN® ROCK 1 E 0 4. TRENCH DIMENSIONS SHOWN ARE TYPICAL. TRENCH SIZES AND CONFIGURATIONS MAY VARY DEPENDING UPON OCCUPANCY AINDER THOSE EFFORTS.
— J AND/OR FIELD CONDITIONS. TRENCH SIZE AND CONFIGURATION MUST AT ALL TIMES BE CONSTRUCTED IN A MANNER THAT | 3 BACKFILL SHALL BE APPROVED BY THE UTILITY COMPANIES AND THE CITY. COMPACTION WILL BE TESTED AND PASSED -
& S Tk S e :
W SANTA CLARA ST TYPICAL EXCAVATION: . 2
RO s, S o8 Pt PR TS TGRS, o |5 1S FTEUED 0 S NOWCPGRE QWD SIS AT A (L OTER TG T O OR BECTC e | 9415 0T 5K R M0 4 T GF R 08 540 530 .
’ ARE PROVIDED AND COMPLY WITH ALL SPECIAL NOTES FOR A JOINT TRENCH WITH A SECOND ELECTRIC UTILITY. 5. VERIFY SPLICE BOX EXCAVATION SIZES WITH SUPPLIER(S).
i SN 6. NON=UTILTY FACILITIES ARE NOT ALLOWED IN ANY JOINT UTILITY TRENCH. E.G.. IRRIGATION CONTROL LINES. BUILDING 6. THE TRENCHING CONTRACTOR SHALL COORDINATE THE UTILITY COMPANIES’ INSTALLATION. THE TRENCHING CONTRACTOR
PrROVEG [ PGAE APPROVED FIRE ALARM SYSTEMS, PRIVATE TELEPHONE SYSTEMS, OUTDOOR ELECTRICAL CABLE, ETC. ’ TO PLACE CONNECTING CONDUIT WITHIN 5' OF BUILDING EXTERIOR WALL.
VARIES
SITE MATERIAL 7. WHEN COMMUNICATION DUCTS ARE INSTALLED, A MINIMUM OF 12" RADIAL SEPARATION SHALL BE MAINTANED FROM GAs | 7 SONTRACIOR SHALL MAKE HIMSELF FAMILIAR WITH THE PROJECT IMPROVEMENT PLANS AND CONDUCT HIS WORK
FACILITIES. EXCEPTION: WITH MUTUAL AGREEMENT, WHEN 4INCH' DIAMETER OR SMALLER GAS PIPE 15 INSTALLED, THE ‘
6” MINIMUM PER PG&E* SERsRAIU. MAr Bl REDUGED TR NOT LGt THAN, B INGHES, 8. IT IS THE TRENCHING CONTRACTOR'S RESPONSIBILITY TO PROTECT IN PLACE ALL EXISTING FACILITIES. NO EXTRA
— 8. PROVIDE SEPARATION FROM TRENCH WALL AND OTHER FACILITIES SUFFICIENT TO ENSURE PROPER COMPACTION. PAYMENT WILL BE CONSIDERED FOR CROSSING OTHER SYSTEMS.
PARK AVE HEE B 9. MAINTAIN PROPER SEPARATION BETWEEN PG&E FACILITIES AND "WET” UTILITY LINES AS DESCRIBED IN UO STANDARD 9. RADIUS DESIGN ASSUMES NO RESPONSIBILITY FOR THE PROJECT CONDITIONS. THESE DRAWINGS WERE PREPARED USING | 1=
T : DATA SUPPLIED BY PG&E, TELEPHONE, C.A.T.V., IMPROVEMENT PLANS AND THE CITY’S VARIOUS "AS BUILT" INFORMATION. | |©
IMPORTED BACKFILL VARIES S5453. THE MINIMUM ALLOWABLE HORIZONTAL SEPARATION BETWEEN COMPANY FACILITIES AND "WET™ FACILITIES IS 3 T SH E THE CONTRACTOR'S RESPONSIBILITY TO PHYSIC RE THE PROJECT PRIOR T MITT] | D =
MATERIAL WITH A MINIMUM 1° OF UNDISTURBED EARTH OR THE INSTALLATION OF A SUITABLE BARRIER BETWEEN THE FACILITIES. IF SHALL BE THE CONTRAC SFANSIRILITY. TO, PHYSICALLY REVIEW QJECT” RRIOR, TO SUBMITTING Hiz EID. <
A 3’ HORIZONTAL SEPARATION CANNOT BE ATTAINED BETWEEN "WET” UTILITIES AND COMPANY DRY FACILITIES, A VARIANCE -
e B e e e B e B i Sibboe 10. CONTRACTOR WILL COMPLY WITH ALL LAWS, ORDINANCES AND REGULATIONS. CONTRACTOR SHALL BE FAMILIAR WITH o
; 0.5.HA., INDUSTRIAL SAFETY ORDERS AND SHALL CONDUCT HIS WORK ACCORDINGLY. WHEN WORKING NEAR ENERGIZED
S CARLOS § PROGEAL MAIUGER O IPPROUL. SEFUEATONS O, 1 OF LESS MR \OT PERWSSNE M WL NOT 6E ALOWED | 05367 CbPMenr T UTLTY OWNER SEAL B NOTHED 10 SUPY Th APPROPRATE i OV, Pt
ﬂ *CHECK WITH LOCAL GOVERNING AGENCIES FOR POSSIBLE VARIATIONS Eﬁ&lgg  DESCRIBE THE CONDITIONS. NECESSITATING THE. WAVER :
: I S RY FACILITIES IN THE EVENT 1" OF UNDISTURBED EARTH CANNOT BE MAINTAINED. NOTE: DRAIN LINES CONNECTED T
N.T. S ) PER FIELD CONDITIONS - DR LtLTEE I UE VAT 1R WHUIIUEER gl CANDT BE MANTIDLT, NOTE: LAl LES O | 13. CONTRACTOR SHALL NOTIFY INSPECTORS OF ANY POTENTIAL CONFLICTS PRIOR TO START OF WORK.
30" DR i ALY IR o [PER LITILITY COMPANY 130" COVER ' 14. THIS PLAN IS TO BE USED FOR SOLE PURPOSE OF DIGGING THE JOINT TRENCH. SEE PG&E, AT&T, AND COMCAST =5
W o = \ \ | / = O T TH GERARALICHS mHALL. Be MANLGMER. B ABEAME. ORUUNE TerMINAIN. FOINTES " PLANS FOR EXACT SIZE AND NUMBER OF CONDUITS INSTALLED IN THE JOINT TRENCH. IT IS THE CONTRACTOR'S <
WORK RESPONSIBILITY 12" MIN- e , sl 12 MIN. 11. PROCEDURES FOR APPROVING NATIVE BACKFILL FOR SHADING OF PG&E GAS FACILITIES: EﬁEFNOE“E%‘EEL'TPYLATNOS EBNYSUEi%HTHUET,E%}fRC%JPEwBER' Slk BRU iRy Db “CUNDUITS Ak INSTHLLER Py THE o
JOlN_r TRENCH_ O o T = \\‘v | f// = T B0 e RANDOM SOIL SAMPLES SHALL BE TAKEN FROM A MINIMUM OF 3 LOCATIONS PER# 1,000° OF TRENCH. 100% OF THE | Ll
= : SAMPLE MUST PASS THROUGH A 1/2" SIEVE AND 75% MUST PASS THROUGH A #4 SCREEN. ADDITIONAL SAMPLES MUST | 15. NOTE PLANS ISSUED AT THE PRE—CONSTRUCTION MEETING MAY BE SUBJECT TO REVISIONS, IF FINAL PLANS FROM EACH
E ) % '%_: v'&@ 00 ® SEPEE%@%%TLFTJ\EEXI%T&IN%ITSEOIL CONDITIONS CHANGE AND ARE TO BE TAKEN AT THE DISCRETION OF THE PG&E UTILITY COMPANY WERE NOT AVAILABLE AT THE START OF CONSTRUCTION. ' g
— < o Q I * I .
oo L2 e THE SOILS MUST NOT CONTAIN ANY ROCKS THAT HAVE SHARP EDGES OR THAT MAY OTHERWISE BE ABRASIVE.
= ] 16. WATER, SEWER, DRAINS, SANITARY WASTE, FUELS (INCLUDING DIESEL AND GASOLINE), OIL, PROPANE AND OTHER
W % ,2 E JOINT TRENCH UNDER WATER & S.S. & S.D. ' m&ggltg MUST NOT CONTAIN CLODS LARGER THAN 1/2" IF TO BE USED AS SHADING, BEDDING, OR LEVELING VOLATILE HEAVIER THAN AIR GASES, SPRINKLER, Iig’RIGATION, STEAM AND OTHER "WE)T” FACILITIES SHALL MAINTAIN A
TRENCHING SOmM=S *WIDTH PER SIZE & NUMBER OF EACH UTILITY. PG&E AND CITY INSPECTOR TO DETERMINE METHOD OF CROSSING. e COMPACTION REQUIREMENTS MUST MEET ANY APPLICABLE PG&E, FEDERAL, STATE, COUNTY, OR LOCAL REQUIREMENTS. MINIMUM OF THREE FEET FROM THE NEAREST OUTER SURFACE OF PG&E FACILITIES WITH NO LESS THAN ONE FOOT OF
ARENCAING EarroO EARTH (SOIL BARRIER) BETWEEN THE ADJACENT SIDES OF THE INDIVIDUAL TRENCHES.
CXCAVATE & BACKFILL Tt i T B SN R T —— . ?II‘ENgIET'EASF EHS«L%CEI-%EE %VESRH SATL[JBFEATION OF NATIVE SOILS BE USED TO ACHIEVE THESE REQUIREMENTS.
......................................... ! i 2 LA
; : L 17. IN THE EXTRAORDINARY CASE THAT THE MINIMUM THREE FOOT HORIZONTAL SEPARATION CANNOT BE ATTAINED BETWEEN
GAS MATERIAL ,-/_F’ROF"OSED GRADE 7{12 SCSFLE‘EIE\;_ 88,, %m%%; BB:, 22 %EEEE*; SSTTmLEE%% SSTT%EEL "rﬂ%ﬁ SS%F;%EEEEI\IiI "WET” UTILITIES AND COMPANY DRY FACILITIES, A VARIANCE MAY APPROVED BY THE LOCAL INSPECTION SUPERVISOR AND —
SUPPLY & |NSTA|_L .......................................... O O O O . PER HELD COND”IONS /—3” RED T|NT CONCRETE |F REQ’D # : 4 I L L T SUBMIWED TO SERWCE PLANN!NG SUPPORT PROGRAM MAN)&GER FOR QPPROVAL m
* , .- 307 COVER (USE 3" COVER CAP 12. PROCEDURES FOR APPROVING NATIVE BACKFILL FOR SHADING AT PG&E ELECTRIC FACILITIES: 18. ALL METER PANELS: INDIVIDUAL, RESIDENTIAL, OR NONRESIDENTIAL APPLICANTS WITH A METER PANEL RATING OF ANY
Pedb CLECTRIC LADLD SETREEN. CAS NIFE ARD 7 y 730" CANNOT BE ATTANED). « RANDOM_ SOIL SAMPLES SHALL BE TAKEN FROM A MINIMUM OF 3 LOCATIONS PER 1,000° OF TRENCH. ADDITIONAL " SIZE, INSTALLED INSIDE A METER ROOM OR OTHER STRUCTURE, MUST FOLLOW ALL OF THE REQUIREMENTS DESCRIBED Y - ©
-------------------------------------------- Q000 e@ CONCRETE PER 0SS’ A—93 1 — 0000 © SAMPLES MUST BE TAKEN IF EXISTING SOIL CONDITIONS CHANGE AND ARE TO BE TAKEN AT THE DISCRETION OF THE BELOW. L v =
ELECTRIC CONDUIT - -\w('h  —— PO&E REPRESENTATIVE ON SITE. A. INSTALL, OWN, AND MAINTAIN A SEPARATE, NOMINAL, 2—INCH DIAMETER CONDUIT WITH PULL TAPE INSIDE. THE 0] C
e T OONE®) = = —Lf = = XD o SHADING MATERIAL CONTAINING LARGE ROCK, PAVING MATERIAL, CINDERS, SHARPLY ANGULAR SUBSTANCES, OR CORROSIVE CONDUIT AND PULL TAPE MUST EXTEND FROM THE OUTSIDE SURFACE OF THE BUILDING AND TERMINATE OUTSIDE LLl Fa
SUPPLY & INSTALL. ..ottt ettt e e 0000@ o il = oy g MATERIAL SHALL NOT BE PLACED IN THE TRENCH WHERE SUCH MATERIAL MAY DAMAGE THE CONDUITS AND/OR PREVENT THE METER PANEL OR SWITCHBOARD AT THE TOP OF THE METER SECTION. L (@)
- / \ : PROPER COMPACTION OVER OR AROUND THE CONDUITS. B. ENSURE THE 2—INCH DIAMETER CONDUIT AND PULL TAPE EXIT THE OUTSIDE OF THE BUILDING A MINIMUM OF 8 FEET - g y—
ELECTRIC BOXES QB <= = B © . EQEVFDESI}OI!TEECEJN%%\HNAEECE%JS NO%RTEOK%CEEEBJ 6’H IND DIABATEEEF% Onfmg gg ISI\IJgTLL[{J%EIDDRIIN LHE S&;ﬁ\m%gggmgr% — ANgTA EA&(IMUEEOS 18 [_:FEETTEMAPB(%ER GRCO%N%RTEE gPEN END OF THE CONDUIT THAT IS EXPOSED TO THE OUTSIDE — (_TS
SRR BETATL ¢ i oo, s i 06 il St 538 103 53,800 6.0 | ‘ ‘ : ¥ L LY BREAKABLE BY HAND. NOTE: SOILS CONSISTI MARILY OF ADOBE, HA MPA MUST HAVE A REMOVABLE, Y CA LUG.
EXCAVATION 8888: FERTTILIGREbT  RER DI MY (DENSE) CLAY, AND BAY MUDS SHALL NOT BE USED AS SHADING MATERIAL C. DO NOT USE THE CONDUIT. THE CONDUIT IS FOR PG&E'S METERING EQUIPMENT ONLY. = Z O
Tt JOlNT TRENCH OVER WATER & S S & S D o AT NO TIME SHALL THE OVER SATURATION OF NATIVE SOILS BE USED TO ACHIEVE THESE REQUIREMENTS. ;
FLECTRIC PA0S T DR WALR &2, & oD ¢ ROER 1O ENGACERAC DOCDMNT 0622, TEM 15 O P 2 5. IS0 TN, Al S DD, B0 o TOPOGPUCH AU 1, LD 1A G U T || - ;
LTV TN FALS *WIDTH PER S| NUMBER OF EA TY. PG&E AND CITY INSPECTOR TERMINE MET F CROSSING.
SPRTY & W 0000® IE TRER SIEE.G TONEER: BF EXEH WIIHTY, POEE-ANRCITYINERERTOR (1O DEIERMING METHDN TF" EROREING 13. COUPETENT NATNE SOLLS ARE PREFERRED TO BE USED FOR SHADING, BEDDING, AND BACKFILLNG THROUGHOUT THE CXSTING UTLITY. RADUUS STRONGLY RECOWNENDS TWAT AL UTILTIES BE PHYSICALLY LOCATED ON THE SITE BEFORE O 8 3
EXCAVATION. . oo e e e e e e e e e e . ) NCH. , :
O000e® NOTE: TRENCH DEPTH NOT TO EXCEED 5 UNLESS APPROVED BY PG&E '?SPECTOR- IN-NO CASE o WHERE NATIVE SOILS EXCEED 1/2" MINUS AND/OR WHERE GAS IS TO BE PLACED AT THE BOTTOM OF A TRENCH IN EXISTING UTILITY LOCATIONS. < = @
ELECTRIC TRANSFORMERS SHOULD PLASTIC GAS PIPE BE INSTALLED AT A DEPTH GREATER THAN 10" UNLESS APPROVED AREAS THAT EXCEED 1/2" MINUS SOIL CONDITIONS, OR WHERE THE BOTTOM OF A TRENCH IS CONSIDERED TO CONSIST Ll =
SUPRTT 2 INGTRLL BY PG&E SENIOR GAS ENGINEER OF HARD PAN, PG&E APPROVED 1/2” MINUS IMPORT MATERIAL SHALL BE USED FOR SHADING AND/OR BEDDING OF GAS Y g
------------------------------------------ O000® : FACILITIES. SUBSTRUCTURE VERIFICATION STAMP = -
ELECTRIC INTERRUPTERS TRENCHING CONTRACTOR SHALL NOT ASSUME THAT EITHER OF THE ABOVE DETAILS WILL BE ACCEPTABLE TO PG&E. YOU s EG%ELS\?EFE%EE(}{T%OgRTISMQEE%LESSFEERReigFEEE#FEESRWT(@EGLJEEE%NFE N‘ET%S'E' SHILS [§ PREFERRED, GUT [F 1/5° MINUS DEVELOPER — O ®
SUPPLY 8 INSEALL sy o s sommun sgiss wisss o ooy sossinys s OO0 @ desg BRGE P T Gl Tok O fRa o Rl Sl MU e R LIS S o T CONDITIONS ARE NOT ATTAINABLE WITH THE NATIVE SOILS, THEN THE USE OF PG&E APPROVED IMPORT MATERIALS IS e CITY OF SAN JOSE, CALIFORNIA (M) n
MINIMUM OR COVERS REQUIRING SHORING. CONCRETE CAPPING IS ONLY ACCEPTABLE WHERE NO OTHER SOLUTION IS REQUIRED. BEDDING UNDER GAS FACILITIES WILL BE A MINIMUM OF 2 OF COMPACTED 1/2" MINUS NATVE SOILS OR PLEASE NOTE AND SIGN DEPARTMENT OF PUBLIC WORKS <
PG&E ELECTRIC SWITCHES POSSIBLE AND ONLY WHEN CERTAIN CRITERIA ARE MET AND ONLY WITH PG&E APPROVAL. PGXE APPROVED IMPORT MATERIAL. - =
SUPPLY & INSTALL . .+ v v e ettt e e e e e e 0000 ® e FOR ELECTRIC FACILITIES, REFER TO NOTE 12. THIS APPLIES TO LEVELING COURSES AS WELL AS SHADING. ALL PG&E ENCLOSURES AND BOXES HAVE BEEN SET TO APPROVED FOR UTIETY: TRENGH. WORK @)
| Y | e THE MINIMUM PG&E APPROVED BEDDING MATERIAL MAY BE INCREASED AT THE DISCRETION OF PG&E WHEN WARRANTED GRADE ACCORDING TO GRADE STAKES PROVIDED BY s e Ll —
TELEPHONE CONDUIT =~ BY EXISTING FIELD CONDITIONS (E.G., ROCKY SOILS, HARD PAN. ETcg_ DEVELOPERS ENGINEER. ALL COSTS TO RELOCATE OR
SUPPLY & INSTALL . .\ttt et e e e e 0000® EDGE OF VAULT e THE USE OF ANY IMPORTED MATERIAL FOR BACKFILLING PURPOSES SHALL BE LIMITED TO THOSE SITUATIONS WHEN RE-ADJUST BOXES AT A LATER DATE WILL BE BILLED TO
NATIVE SOILS DO NOT ALLOW FOR REQUIRED COMPACTION. THE DEVELOPER. PLEASE HAVE YOUR SUPT. VERIFY THE
TELEPHONE CABLE AREA OF EXCAVATION CORRECT CRADE OF ALL ENCLOSURES OR BOXES, AND
SUPPLY & INSTALL - oo 0000® 4/ 14. THE APPLICANT IS RESPONSIBLE FOR THE REMOVAL OF EXCESS SPOIL AND ASSOCIATED COSTS. : K YOU S R SRS B
TELEPHONE SPLICE BOXES 15. SEPARATION BETWEEN GAS FACILITIES AND ELECTRIC FACILITIES MAY BE REDUCED TO 6" WHEN CROSSING.
SUPPLY & INSTALL SIGNED
------------------------------------------- O000@® 16. SERVICE SADDLES ARE THE PREFERRED SERVICE FITTINGS FOR USE THROUGHOUT THE JOINT TRENCH PROJECT. ALL i SERMIT NUMBER EXPIRATION DATE w
EXCAVATION. . ..ottt 0000 ® 2 —— ~~ . PROJECTS WILL BE DESIGNED AND ESTIMATED USING SERVICE SADDLES. HOWEVER, SERVICE TEES MAY BE USED IF ALL 7,
TELEPHONE S.Al PADS CLEARANCES, SEPARATION, AND COVERAGE REQUIREMENTS ARE MAINTAINED. 3
SUPPLY & INSTALL. « ottt 0000 ® 17. CONTRACTOR TO INCREASE METER SPACING AS NECESSARY WHEN EARTHQUAKE VALVES OR OTHER ADDITIONAL SAFETY il
EXCAVATION. 0000 BOX EXCAVATION EQUIPMENT ARE REQUIRED. EARTHQUAKE VALVES ARE REQUIRED IN SOME AREAS AND ARE NOT PART OF PG&E/RADIUS d UTILITY APPROVALS 3 =
T v —— SCOPE. THIS INFORMATION CAN BE FOUND ON BUILDING MECHANICAL ENGINEER'S PLANS. PG&E STANDARD METER <C
C.ATV. CONDUIT A SPACING REQUIREMENTS DO NOT INCLUDE CLEARANCE FOR EARTHQUAKE VALVES. UTILITY APPROVED BY DATE %2
SRPRIY &0 TUSTRIT oo i 03,5000 6 e, Skl Sld BSE08 i, ia 43 O000® 5% & 7 DISTANCE VARIES PER FOR RADIUS USE ONLY
. PG&E ELECTRI ©
CATV. SPLICE BOXES o o e FIELD CONDITIONS TRANSFORMER CLEARANCE REQUIREMENTS: G&E ELECTRIC QA REVIEW g &
SUBPLY B8 INBTALL s cocnmy sovmss s pusson Btessss SR FO0ws SRR St O000® i , INTIALS | REVIEW DATE )
. ABOVE ANY THREE PHASE PAD-MOUNTED TRANSFORMER LOCATION (EXCEPT MINI THREE PHASE), MAINTAIN 30' MINIMUM PG&E GAS 0
EXCAVATION. .0ttt O000® TYPICAL PG&E PRIMARY BOX UNOBSTRUCTED OVERHEAD CLEARANCE OVER TRANSFORMER PAD. sl Z 5
C.LE.C. FIBER CONDUIT _ ACCEPTED __ DECLINED EXCAVATION DETAIL | , AT&T (PHONE) COMPOSITE M o
Selebewe HOLR LU __DECL e 2. ABOVE ANY OTHER T?ANSFORMER LOCATION, MAINTAIN 20" MINIMUM UNOBSTRUCTED OVERHEAD CLEARANCE OVER PRE-CON ﬁ 5 o
.................................... TRANSFORMER VAULT/PAD. PRE-CON z &
CLEC. FIBER SPLICE BOXES _ ACCEPTED __DECLNED ELECTRIC CONDUIT MINIMUM BEND RADIUS UPMOAT el Wy
BRI ST i s i i B 5SS 55,000 e S Sl 8 . 02
EXCAVATION 8888: ( CONDUIT DIAMETER VERTICAL RADIUS HORIZONTAL RADIUS ) MME UNDERGROUND WARNING TAPE NOT&-_ L CITY ENGINEER ) — > é%
' z 24" 36" L. & WARNIG TAPE. IS TO BE INSTALLED IN OPEN. TRENCH INSTALLATION. OVER FINISHED GRADE D F3g
z z z AS PIPELINES IN ANSMISSION AN IBUTION FACILITIES. TH 3 o N
@ ORK TO BE PERFORMED BY THE RESPECTIVE CONTRACTOR & UTILITY COMPANIES 3 24" 36" INCLUDES. TRENCHES, BELL HOLES. EXCAVATION® FOR REPAR PURPOSES AND T | 28 o
@ ASSUME CONTRACTOR RESPONSIBILITY UNLESS OTHERWISE SPECIFIED 4 36 36 RISER REPLACEMENTS. THE WARNING TAPE IS INTENDED FOR EXCAVATOR 12" MIN. F | WARNING TAPE . Sws
(O NOT APPLICABLE UNLESS OTHERWISE SPECIFIED \_ 5 36" 60" ) DIGGING IN THE "TOLERANCE ZONE™ TO STRIKE THE WARNING TAPE PRIOR 5 :/_ DEVELOPER. OE <
; , THAN THE PIPELINE. WHEN THE WARNING TAPE IS EXPOSED AND GRABBED b P ___—GOOGLE zZ 302
* PG&E TO PULL CABLE INTO ENERGIZED ENCLOSURES NOTE: 315" MAX BENDS IN ANY SECONDARY CONDUIT RUN 200" OR LESS. WITH _EXCAVATING EQUIPMENT, IT STRETCHES WITHOUT BREAKING, THUS IWAF%NINGTTAPE &
NOTE: FOR A MORE DETAILED WORK RESPONSIBILITY BREAKDOWN, SEE CORRESPONDING MATERIAL LIST. 300° MAX BENDS IN ANY PRIMARY CONDUIT RUN. ALERTING THE EXCAVATOR OF THE GAS FACILITY BELOW. 50 INSTALLATION ZONE 1600 AMPHITHEATRE PARKWAY m i %
TYPICAL GAS METER REQUIREMENTS* 7 oW CRAOE- AND O CLOSER, Tt 1o P T PPE. oLty 127 W |- LI MOUNTAIN VIEW, CA 94045 T
— LR — L HA_ i 3 - : =
THESE PLANS WERE PREPARED IN CONJUNCTION WITH THE FOLLOWING PLANS: . \ | SHOULD PROVIDE TE GREATEST DISTANCE BETWEEN THE PIPELINE AND THE i ROBERT YIN . 5 <
DELIVERY MIN. WIDTH REQUIRED|DISTANCE FROM RISER|MIN. HOUSELINE APE A LE. INSTALL THE TAPE ALONG THE LENGTH H |
RECEVED ___APPROVED METER TYPE O N PAD SIZE ForR METER "x" | 70 FINISHED WALL | STUB OUT EXCAVATION. ENSURE THAT THE TAPE OVERLAPS WHEN TWO OR MORE PIECES g ROBERTYIN@GOOGLE.COM g
CIVIL IMPROVEMENT PLANS/GRADING PLANS |08-10-2020] PRELIMINARY (SCFH) (PSIC) (INCHES) (INCHES) (INCHES) (INCHES) OF TAPE ARE USED. EXCEPTION: WHEN A JOINT TRENCH DESIGN DOES NOT -
ARCHITECTURAL ELECTRONIC FILE T T o T ALLOW FOR INSTALLMENT OF WARNING TAPE WITHIN THE "WARNING TAPE TYPICAL DETAIL
= : 4 T 4 INSTALLATION ZONE”, INSTALL THE WARNING TAPE A MINIMUM OF 6" ABOVE PROJECT NUMBER:
APPLICANT DESIGN (GAS) RESIDENTIAL 0-600 2 FLEX—HOSE METER . FIEB THE GAS PIPELINE, AND BELOW THE FACILITY ABOVE THE PIPE. %ERNPHPEUNAEP UNNDEFE\GREUNS 20-1072
APPLICANT DESICN (ELECTRIC) 400 TO 1000] 351-1,400 0.25 _ |N/A UNLESS USING % & 75 B 6 ING TAPE INSTALLATIO ST
TELEPHONE CLASS 601—2,400 2 FLEX—HOSE METER 3. WARNING TAPE SHALL BE BRIGHTLY COLORED YELLOW AND MARKED "CAUTION: (N.T.S.) ' i
AT 5V OR 3N APPROVED GAS LINE BURIED BELOW™ OR MARKED WITH A SIMILAR NOTIFICATION. 5 s
ATV, ROTARY | 1:401-3.000 [ '55ReE | 40 X 36 X 4 52 20 VARIES PROJECT MANAGER:
LANDSCAPE e = 4. WARNING TAPE SHALL BE STORED IN SUCH A MANNER THAT LIMITS ULTRAVIOLET (UV) EXPOSURE. SCOTT HARDESTER
LIGHT LOCATIONS RoTARY | 3/001-7,400 5 78 X 36 X 4 90 20 VARIES SHEET INDEX DRAWN BY:
TRAFFIC SIGNAL LOGATONS T GR To0 PR PG&E PM#S: 3 HENRY NGUYEN
7,001-16,000 94 X 36 X 4 106 20 VARIES = e DESIGN CHANGE COMPONENT JT—B.1 JOINT TRENCH TITLE SHEET S BT
. ; \__ ROTARY BY PG&E ) == = =
RADIUS DESIGN 1s mot responsible for any ELECTRIC: JT-B.2 OVERALL CRAIG BURTON
subsequent changes or revisions. *ACTUAL METER-SET CONFIGURATIONS MAY DIFFER DEPENDING ON FIELD CONDITIONS AND RESTRICTIONS. ’ ANY CHANGES TO THIS DESIGN -
FOR GAS METER DETAILS, SEE SECTION 2 OF CURRENT ELECTRIC & GAS SERVICE REQUIREMENTS GREENBOOK X GAS: MUST BE APPROVED BY JI-B.3 THRU B.20 JOINT TRENCH INTENT LAST UPDATED:
OTHER UTILITIES SHOWN ARE APPROXIMATE AND BASED ON FIELD SURVEY AND AVAILABLE BY PG&E. PG&E STANDARD METER SPACING REQUIREMENTS DO NOT INCLUDE CLEARANCE FOR EARTHQUAKE 10-07-2020
UTILITY INFORMATION. IT IS THE CONTRACTORS' RESPONSIBILITY TO VERIFY THE ACTUAL LOCATION VALVES OR OTHER ADDITIONAL SAFETY EQUIPMENT. SEE NOTE 17 UNDER GENERAL NOTES ON SHEET J1-1. 4 GM F DRAWING NUMBER:
AND EXTENT OF UTILITIES PRIOR TO THE COMMENCEMENT OF WORK. PHYSICAL VERIFICATION OF **DELIVERY PRESSURE TO BE CONFIRMED VIA BUILDING PLUMBING AND MECHANICAL PLANS. PG&E MAINTAINS
UTILITY LOCATIONS SHALL BE PERFORMED BY CAREFUL PROBING OR HAND DIGGING IN SOLE AUTHORITY TO DETERMINE IF THE ELEVATED DELIVERY-PRESSURE SERVICE IS AVAILABLE AT A PG&E GAS ADE JT-B 1
ACCORDANCE WITH ARTICLE 6 OF THE CAL/OSHA CONSTRUCTION SAFETY ORDERS. SPECIFIC LOCATION. 9 ) ) . -
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— NOTE TO CONTRACTOR: i
JTILITIES FOR CONTRACTOR’S WORK RESPONSIBILITY, | @
DL_AS_ CONI‘_‘RM '_P?EUM‘NARY_ THIS IS NOT A BID DOCUMENT REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)

THIS_DRAWING HAS NOT YET BEEN REVIEWED BY LEGEND:
_H E | N LO CA_H O N S N OT |'_O ? CO N STR U CTl O N UTILITY COMPANIES AND IS SUBJECT TO CHANGE. NEW DESCRIPTION

() oo e cmm— JOINT TRENCH

EXISTING DESCRIPTION _
[oH] OH OVERHEAD LINES S
[€] E ELECTRIC LINES o
[¢] G GAS LINES ~
—— ATT —— AT&T LINES
[c] c CATV LINES
[Fo] FO FIBER OPTIC LINES
o JOINT POLE
El A POLE-MOUNTED TRANSFORMER
[od] E DECORATIVE LIGHT
[sc] —3r STREET LIGHT
—t- TRAFFIC SIGNAL LIGHT S
=oAr OH A% EXISTING OVERHEAD LINE TO BE REMOVED <
@ = E =2 EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED g
@ = G —A¢ EXISTING GAS LINE TO BE REMOVED/RELOCATED
'@' A\ ATT  “oA¢ EXISTING PHONE LINE TO BE REMOVED/RELOCATED
=2 FO oA EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
éd l EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED

CALIFORNIA

MATCH LINE — SEE SHEET JT-B.4
JOINT TRENCH INTENT
DOWNTOWN WEST
San Jose, California

o—1 P \\ \ \X 4
. \ NEW TRENCH WITHIN 3’ OF

DRY UTILITIES

SAN JOSE
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JT—B.19g . 8
PROJECT%[(J:;‘lB:Ele72
NOTE TO COMCAST: SHE" N ”\-II-D_EX MAP e
PLEASE CONFIRM WHO WILL PROVIDE CONDUIT AND S PR B - MiNA;E:()
VAULTS. DEVELOPER TO PROVIDE TRENCH. SCOTT HARDESTER
REFER TO PG&E UTILITY BULLETIN TD-7001B—005 SHEET INDEX | " HENRY NGUYEN
DOCUMENT FOR SMART METER ANTENNA NOTE FOR _UNDERGROUND ELECTRIC INSTALLATION: JT—B.1 JOINT TRENCH TITLE SHEET SRR
CONSTRUCTION REQUIREMENTS. USE OF PVC DB-120 IS NO LONGER APPROVED BY JF=B.2 OVERALL CRAIG BURTON
PG&E FOR ANY CONDUIT SIZES, BENDS, AND —B. ; 7] :
SUBSTRUCTURE LOCATIONS MUST BE STAKED BY A || FITTINGS. RIGID PVC SCHEDULE 40 MUST BE USED I IR 520 JONT IRENCH INIENT il l‘:pct})f\(;E/'D—QOZO
LICENSED SURVEYOR PRIOR TO CONSTRUCTION. IN PLACE OF PVC DB-120 CONDUIT. FOR ALL DRAWING NUMBER:
SEE CONSTRUCTION NOTES ON JOINT TRENCH TITLE APPROVED CONDUITS, BENDS, AND FITTINGS, SEE T B 3
SHEET (JT-B.1) REGARDING EXISTING CONDITIONS. PC&F BULLETIN TD-062288-B006. J "D,
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MATCH LINE - SEE SHEET JT-B.3

{—PRELIMINARY —
R CONSTRUCTION

THIS IS NOT A BID DOCUMENT

THIS_DRAWING HAS NOT YET BEEN REVIEWED BY
UTILITY COMPANIES AND IS SUBJECT TO CHANGE.

RAILROAD
\

‘NE‘H TRENCH WITHIN 3’
OF STREETLIGHT &
ELECTRIC AND GAS LINES

b;q§>

EXISTING ELECTRIC BOX.
LOCATION APPROX.

‘) e - /w )%

* T
EXISTING ELECTRIC VAULT

v

EXISTING COMM BOX

EXISTING ELECTRIC BOX.
LOCATION APPROX.

NEW TIE-IN TO EXISTING UTILITIES
TO BE DETERMINED

NOTE TO COMCAST:
PLEASE CONFIRM WHO WILL PROVIDE CONDUIT AND
VAULTS. DEVELOPER TO PROVIDE TRENCH.

REFER TO PG&E UTILITY BULLETIN TD—7001B-005

L

/ k \
: 3 < o \,« c"/(\\\

>0 A S N\

DOCUMENT FOR SMART METER ANTENNA
CONSTRUCTION REQUIREMENTS.

SUBSTRUCTURE LOCATIONS MUST BE STAKED BY A
LICENSED SURVEYOR PRIOR TO CONSTRUCTION.
SEE CONSTRUCTION NOTES ON JOINT TRENCH TITLE

SHEET (JT-B.1) REGARDING EXISTING CONDITIONS.

NOTE FOR UNDERGROUND ELECTRIC INSTALLATION:
USE OF PVC DB-120 IS NO LONGER APPROVED BY
PG&E FOR ANY CONDUIT SIZES, BENDS, AND
FITTINGS. RIGID PVC SCHEDULE 40 MUST BE USED
IN PLACE OF PVC DB-120 CONDUIT. FOR ALL
APPROVED CONDUITS, BENDS, AND FITTINGS, SEE
PG&E BULLETIN TD—-062288-B006.

MATCH LINE - SEE SHEET JT-B.5 |

MATCH LINE - SEE SHEET JT-B.6

NOTE TO CONTRACTOR:
FOR CONTRACTOR'S WORK RESPONSIBILITY,

REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)

LEGEND:

NEW DESCRIPTION
() oo— o e JOINT TRENCH

EXISTING DESCRIPTION

[oH] OH OVERHEAD LINES
(€] E ELECTRIC LINES
[¢] G GAS LINES
—— ATT  —— AT&T LINES
[c] c CATV LINES
[Fo] FO FIBER OPTIC LINES
@ JOINT POLE
fpur] A POLE-MOUNTED TRANSFORMER
[od] E DECORATIVE LIGHT
[sc] —3r STREET LIGHT
[1s] —%  TRAFFIC SIGNAL LIGHT
SoAr OH oA EXISTING OVERHEAD LINE TO BE REMOVED
() =2 E —oAv EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED
(G) = v 6 —oAr EXISTING GAS LINE TO BE REMOVED/RELOCATED
&) oA ATT oA v EXISTING PHONE LINE TO BE REMOVED/RELOCATED
=oAr FO oA EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
& A EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED
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NEW TRENCH WITHIN 3’ OF ELECTRIC VAULTS

EXISTING ELECTRIC METER
TO BE RELOCATED

EXISTING ELECTRIC VAULT
TO BE RELOCATED

EXISTING ELECTRIC VAULT
TO BE RELOCATED

NEW TIE-IN TO EXISTING UTILITI
TO BE DETERMINED

EXISTING COMM VAULTl

JP
G

¥ EXISTING UTILITY BOX.
LOCATION APPROX.

NOTE TO COMCAST:
PLEASE CONFIRM WHO WILL PROVIDE CONDUIT AND
VAULTS. DEVELOPER TO PROVIDE TRENCH.

REFER TO PG&E UTILITY BULLETIN TD—7001B-005

DOCUMENT FOR SMART METER ANTENNA
CONSTRUCTION REQUIREMENTS.

NOTE FOR UNDERGROUND ELECTRIC INSTALLATION:
USE OF PVC DB-120 IS NO LONGER APPROVED BY

SUBSTRUCTURE LOCATIONS MUST BE STAKED BY A
LICENSED SURVEYOR PRIOR TO CONSTRUCTION.
SEE CONSTRUCTION NOTES ON JOINT TRENCH TITLE

SHEET (JT-B.1) REGARDING EXISTING CONDITIONS.

PG&E FOR ANY CONDUIT SIZES, BENDS, AND
FITTINGS. RIGID PVC SCHEDULE 40 MUST BE USED
IN PLACE OF PVC DB-120 CONDUIT. FOR ALL
APPROVED CONDUITS, BENDS, AND FITTINGS, SEE
PG&E BULLETIN TD—-062288-B006.

NEW TRENCH WITHIN 3' OF SSWR MANHOLE.
FURTHER COORDINATION REQUIRED.

| MATCH LINE — SEE SHEET JT-B.4

< ?:‘f: O C 1
7 // < —\ \ EXSTNG VERIZON VAULT / / o \
/ _ \ / ; <
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e 7
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2\ A ra
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o \ S EXISTING ELECTRIC
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N \ ) rd EXISTING UTILITY
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//;

; EXISTING COMCAST VAULT.

\
@ ?\' o H Y?—:\( LOCATION APPROX.
OR- N

EXISTING GAS METER.
LOCATION APPROX.

EXISTING ELECTRIC METER.
LOCATION APPROX.

il =3
EXISTING GAS METER.~
/ LOCATION APPROX.

MATCH LINE - SEE SHEET JT-B.7

NOTE TO CONTRACTOR:
FOR CONTRACTOR'S WORK RESPONSIBILITY,
REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)

LEGEND:
NEW DESCRIPTION
() oo— o e JOINT TRENCH
EXISTING DESCRIPTION
[oH] OH OVERHEAD LINES
(€] E ELECTRIC LINES
[¢] G GAS LINES
—— ATT —— AT&T LINES
[c] c CATV LINES
[Fo] FO FIBER OPTIC LINES
@ JOINT POLE
lpur] A POLE-MOUNTED TRANSFORMER
[od] E DECORATIVE LIGHT
[sc] —3r STREET LIGHT
[1s] —%  TRAFFIC SIGNAL LIGHT
St OH oA EXISTING OVERHEAD LINE TO BE REMOVED
() A E —oAr EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED
(G) A G oA r EXISTING GAS LINE TO BE REMOVED/RELOCATED
& oA\ ATT ‘oA EXISTING PHONE LINE TO BE REMOVED/RELOCATED
=oAx FO oA EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
& ' N EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED
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DELTA NO:

MATCH LINE - SEE SHEET JT-B.6
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LOCATION APPROX.

EXISTING CATV_BOX.
\ LOCATION APPROX.

\

~—EXISTING ELECTRIC BOX.
\LOCATION APPROX.

X

AN N

DATE:

REVISION

DELTA NO:

NOTE TO CONTRACTOR:
H
FOR CONTRACTOR'S WORK RESPONSIBILITY,
REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)
LEGEND:
NEW DESCRIPTION
() oo e cmm— JOINT TRENCH
EXISTING DESCRIPTION
[oH] OH OVERHEAD LINES
[€] E ELECTRIC LINES
[¢] G GAS LINES
—— ATT  —— AT&T LINES
[c] c CATV LINES
[Fo] FO FIBER OPTIC LINES
o JOINT POLE
lpur] A POLE-MOUNTED TRANSFORMER
[od] E DECORATIVE LIGHT
[sc] —3r STREET LIGHT
[75] —t- TRAFFIC SIGNAL LIGHT
“oAt OH oA EXISTING OVERHEAD LINE TO BE REMOVED
() A E —oA v EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED
() oA G oA ¢ EXISTING GAS LINE TO BE REMOVED/RELOCATED
&) oA\ ATT ‘oA EXISTING PHONE LINE TO BE REMOVED/RELOCATED
=oAx FO oA EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
& ' N EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED
JT-B.3 JT-B.4
JT-B.5 {JT-B.6
SHEE
SHEET INDEX |
JT-B.1 JOINT TRENCH TITLE SHEET
JT-B.2 OVERALL

JI-B.3 THRU B.20 JOINT TRENCH INTENT
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HENRY

PLOTTED BY:

UTILITIES

PLEASE CONFIRM
[IE IN LOCATIONS

NOTE TO COMCAST:
PLEASE CONFIRM WHO WILL PROVIDE CONDUIT AND
VAULTS. DEVELOPER TO PROVIDE TRENCH.

REFER TO PG&E UTILITY BULLETIN TD—7001B-005

{—PRELIMINARY—

THIS IS NOT A BID DOCUMENT

R CONSTRUCTION

THIS _DRAWING HAS NOT YET BEEN REVIEWED BY
UTILITY COMPANIES AND IS SUBJECT TO CHANGE.

MATCH LINE - SEE SHEET JT-B.18

DOCUMENT FOR SMART METER ANTENNA
CONSTRUCTION REQUIREMENTS.

SUBSTRUCTURE LOCATIONS MUST BE STAKED BY A
LICENSED SURVEYOR PRIOR TO CONSTRUCTION.
SEE CONSTRUCTION NOTES ON JOINT TRENCH TITLE

SHEET (JT-B.1) REGARDING EXISTING CONDITIONS.

NOTE FOR UNDERGROUND ELECTRIC INSTALLATION:
USE OF PVC DB-120 IS NO LONGER APPROVED BY
PG&E FOR ANY CONDUIT SIZES, BENDS, AND
FITTINGS. RIGID PVC SCHEDULE 40 MUST BE USED
IN PLACE OF PVC DB-120 CONDUIT. FOR ALL
APPROVED CONDUITS, BENDS, AND FITTINGS, SEE
PG&E BULLETIN TD—-062288-B006.

N

\\\ £EXIS11NG UTILITY BOX |
o /

EXISTING ELECTRIC VAULT

P .
OA

MATCH LINE - SEE SHEET JT-B.20

MATCH LINE - SEE SHEET JT-B.20

NOTE TO CONTRACTOR:
FOR CONTRACTOR'S WORK RESPONSIBILITY,
REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)

DATE:

LEGEND:
NEW DESCRIPTION
(1) omm— e cmm—JOINT TRENCH

EXISTING DESCRIPTION
OH OVERHEAD LINES
E ELECTRIC LINES
G GAS LINES

—— ATT —— AT&T LINES

c CATV LINES
FO FIBER OPTIC LINES
° JOINT POLE
A POLE-MOUNTED TRANSFORMER
* DECORATIVE LIGHT

— STREET LIGHT
— TRAFFIC SIGNAL LIGHT
=oAcr OH oA EXISTING OVERHEAD LINE TO BE REMOVED
= - E =4 EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED
“oAr G oA EXISTING GAS LINE TO BE REMOVED/RELOCATED
oA\ ATT oA EXISTING PHONE LINE TO BE REMOVED/RELOCATED
= ¢ FO ~oAr EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
A EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED

BlglslaloRCEREHRBERERRE

REVISION

DELTA NO:

JT-B.3 JT-B.4
JT-B.5 {JT-B.6
JT-B.7

JT-B.8

T-8.10
T-8.147 5.1
1-8.1
UT-5.14

SHE

SHEET INDEX |

JI-B.1 JOINT TRENCH TITLE SHEET
JF—B.2 OVERALL
JI-B.3 THRU B.20 JOINT TRENCH INTENT

DOWNTOWN WEST
San Jose, California CALIFORNIA

JOINT TRENCH INTENT
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HENRY

PLOTTED BY:

UTILITIES
DL EASE CONFIRM

TIE IN LOCATIONS

{—PRELIMINARY —
R CONSTRUCTION

MATCH LINE - SEE

NOTE TO COMCAST:
PLEASE CONFIRM WHO WILL PROVIDE CONDUIT AND
VAULTS. DEVELOPER TO PROVIDE TRENCH.

REFER TO PG&E UTILITY BULLETIN TD—7001B-005

\ \

§ EXISTING COMM BOX

'\ EXSTING ELECTRC VAULT
\ NS 1Y
\\ BISTNG STREFT S

b
N

\ LIGHT BOX

NEW TIE-IN TO EXISTING UTILITES
TO BE DETERMINED

DOCUMENT FOR SMART METER ANTENNA

NOTE FOR UNDERGROUND ELECTRIC INSTALLATION:

CONSTRUCTION REQUIREMENTS. USE OF

SUBSTRUCTURE LOCATIONS MUST BE STAKED BY A
LICENSED SURVEYOR PRIOR TO CONSTRUCTION.
SEE CONSTRUCTION NOTES ON JOINT TRENCH TITLE

SHEET (JT-B.1) REGARDING EXISTING CONDITIONS.

FITTINGS

PG&E FOR ANY CONDUIT SIZES, BENDS, AND

IN PLACE OF PVC DB-120 CONDUIT. FOR ALL
APPROVED CONDUITS, BENDS, AND FITTINGS, SEE

PVC DB-120 IS NO LONGER APPROVED BY
. RIGID PVC SCHEDULE 40 MUST BE USED

PG&E BULLETIN TD—-062288-B006.

ATT

JP

o

-

THIS IS NOT A BID DOCUMENT

THIS_DRAWING HAS NOT YET BEEN REVIEWED BY
UTILITY COMPANIES AND IS SUBJECT TO CHANGE.

SHEET JT=B.18

MATCH LINE - SEE SHEET JT-B.19

_ “EXISTING
COMM BOX

OH

JP
EXISTING ELECTRIC BOX

—EXISTING AT&T VAULT

F

JP

%

\

NEW TRENCH WITHIN 3' OF SSWR LINE.
FURTHER COORDINATION REQUIRED.

EXISTING STREET
\/LIGHT BOX

EXISTING AT&T VAULT

EXISTING
ELECTRIC VAULT

EXISTING
ELECTRIC BOX

EXISTING ELECTRIC VAULT

EXISTING AT&T BOX

»

EXISTING AT&T BOX

EXISTING AT&T VAULT

JP

FO [ATT

EXISTING STREET
LIGHT BOX

©)
El

JP

EXISTING AT&T VAULT

EXISTING
LECTRIC VAULT\ g
P
/ E

EXISTING
UTILITY BOX

EXISTING CJS
COMM BOX

EXISTING AT&T
VAULT

%

5

EXISTING ELECTRIC
VAULT.
LOCATION APPROX.

DATE:

REVISION

DELTA NO:

NOTE TO CONTRACTOR:
H
FOR CONTRACTOR'S WORK RESPONSIBILITY,
REFER TO JOINT TRENCH TITLE SHEET (JT-B.1)
LEGEND:
NEW DESCRIPTION
() oo e e JOINT TRENCH
EXISTING DESCRIPTION
[oH] OH OVERHEAD LINES
[€] E ELECTRIC LINES
[¢] G GAS LINES
—— ATT  —— AT&T LINES
[c] G CATV LINES
[Fo] FO FIBER OPTIC LINES
° JOINT POLE
lpur] A POLE-MOUNTED TRANSFORMER
[od] E DECORATIVE LIGHT
—3r STREET LIGHT
[7s] —i TRAFFIC SIGNAL LIGHT
oAt OH oA EXISTING OVERHEAD LINE TO BE REMOVED
() A E —oA v EXISTING ELECTRIC LINE TO BE REMOVED/RELOCATED
(G) A G oA EXISTING GAS LINE TO BE REMOVED/RELOCATED
& oA\ ATT ‘oA v EXISTING PHONE LINE TO BE REMOVED/RELOCATED
=oAx FO oA EXISTING FIBER OPTIC LINE TO BE REMOVED/RELOCATED
w EXISTING JOINT POLE TO BE REMOVED
&5 ' N EXISTING POLE-MOUNTED TRANSFORMER TO BE REMOVED
JT-B.3 UT-B.4
JT-B.5 {JT-B.6
SHEE

SHEET INDEX |

JI-6.1 JOINT TRENCH TITLE SHEET
JI-B.2 OVERALL
JI-B.3 THRU B.20 JOINT TRENCH INTENT
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